Swans D2000HT Home Theater

In pursuit value

Swans D2000HT offers a mix of excellent sound at a favorable price. The design has been in production now for
over 4 years and we have yet to find another speaker available on the market today that offers the same kind of
quality at its price point. The system was developed using many of the same design principles used in our higher
end systems. Built with solid internal bracing, independent driver enclosures, and high-end crossover components.
Whether for music or movies, the D2000HT let’s you enjoy pure, warm, and full sound.

The two front channels of the D2000HT are a tall slim cabinet design suitable for a modern house. It adopts a 3
way design, the high-mid frequency section is driven by two 5” mid-range drivers with a 25mm dome tweeter mounted
in a D’Appolito configuration. To cover the lower frequency there is a 10” woofer mounted on the side of the cabinet
to give full and rich bass. The frequency response of the full system is 35Hz-20kHz, so broad it can reproduce any
sound in the human hearing spectrum accurately. Because the same compliment of drivers is used in the front, center,
and rear cabinets the tonal quality is preserved throughout the system.

Swans D2000HT is composed of two front speakers (Swans D2000F), a center speaker (Swans D2000C), and two
surround speakers (Swans D2000R).

Swans D2000F is a 3-way 4" order vented box system. The driver configuration consists of a 25mm treated fabric
dome tweeter, 2 5” mid-range woofer drivers, and a single 10” side firing woofer.

Swans D2000C is a 2-way sealed box system. The driver configuration consists of a 25mm treated fabric dome
tweeter and 2 5” woofers.

Swans D2000R is a 2-way sealed box system. The driver configuration consists of a 25mm treated fabric dome
tweeter and 2 5” woofers.

Frequency response Sensitivity(2.83v/m) Nominal impedance Power handling Dimensions(mm)
Swans D2000F 35Hz-20kHz 88dB 8 ohms 10-150W 190X347X1055
Swans D2000C 55Hz-20kHz 88dB 8 ohms 10-80W 560X195X160
Swans D2000R 60Hz-20kHz 85dB 8 ohms 10-60W 190X155X280




